R.O.W./ R.O.W./
PROP. LINE , PROP. LINE
80’ R.O.W.
14’ 26’ ¢ 26’ 14’
14’ 2 9 , 15’ 15’ , 9 2 14’
SIDEWALK ® PARALLEL DRIVING DRIVING PARALLEL ©® SIDEWALK
PARKING LANE LANE PARKING
< LANE 3.5 LANE <
(&) (&)
2 1.5% RECOM. CONC. VALLEY 1.5% RECOM. 2
@ 2% MAX. . 5 2% MAX. @
R N N N N A RIS SIS AR
12" MIN 12" MIN.
TYP.
( ) TYPICAL STREET SECTION — BUSINESS COLLECTOR (TvP.)
WITH 80" R.O.W. & PARALLEL PARKING
NTS
R.O.W./ R.O.W./
PROP. LINE , , PROP. LINE
80' — 102’ R.O.W.
, , ¢ , ,
20 31 31 20
9" — PARALLEL 9" — PARALLEL
14° MIN. — 20" MAX. 2" OR , 15° 15° , OR 2 14 MIN. — 20' MAX.
SIDEWALK o [14° — 30" ANGLED DRIVING DRIVING 14" — 30 o SIDEWALK
o PARKING LANE LANE ANGLED PARKING | o
o CONC. VALLEY o
g 1.5% RECOM. GUTTER © 1.5% RECOM. @
2% MAX. ©) 2% MAX. @
A A N AN A, AR A I VI SEN VO
12” MIN. 12” MIN.
(Tve) TYPICAL STREET SECTION — BUSINESS COLLECTOR (TYP)
WITH 80° — 102’ R.O.W.
PARALLEL OR 30° ANGLED PARKINNTg
GENERAL NOTES: KEYED NOTES:
1. PAVEMENT SECTION IN (D 6" SPILL CURB & GUTTER. SEE DWG.
ACCORDANCE WITH STANDARD CG-01
DRAWING OR APPROVED PAVEMENT
DESIGN PER PS—01. 4” THICK CONCRETE SIDEWALK. SEE
DWG. DW—O01. i i
2. ALL WORK IN PUBLIC Clty of Rio Rancho
RIGHT—OF—WAY SHALL BE INVERTED CROWN VALLEY GUTTER. .
CONSTRUCTED BY A LICENSED SEE DWG VG—O01 Department of Public Works
CONTRACTOR AND REQUIRES A
PERMIT AND APPROVAL BY THE LANDSCAPING AND OTHER AMMENITIES TYPICAL STREET SECTION

CITY.

MAY BE PLACED IN THE SIDEWALK
AREA, BUT MAY NOT INFRINGE UPON PARAIIB_LLJSI[N/E?,%S,fl\(l)GLII:EI(D:-II—D(Z\FF{{KING

A CLEAR PATH OF 8 WIDE. SEE 3
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